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1: 60

 1.667 %

110mm uPVC Class 34

Class B rigid pipe bedding
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12.000m

1: 60

 1.667 %

110mm uPVC Class 34

Class B rigid pipe bedding

DESIGN:

MAX.(1D):
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MH No. YLo XLo

Constant:

SEW5 -56589.803  2623500.941
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15.000m

1: 60

 1.667 %

110mm uPVC Class 34

Class B rigid pipe bedding

DESIGN:
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250 PRECAST STARTER RING

TO REST DIRECTLY ON TOP OF

INLET PIPE

STEP IRONS AT 250 c/c

STAGGERED

PRECAST RING 1000 NB

NOTE: SEE SUBCLAUSE 5.2.2

SANS LB-1983 PIPES

COMPACTED SELECTED

FILL BLANKET

BEDDING CRADLE OF

COMPACTED SELECTED

GRANULAR MATERIAL

uPVC SEWER PIPE

COMPACTED FILL TO 90%

MOD AASHTO

GROUND LEVEL

SECTION E-E

1:20

PIPE BEDDING DETAILS

COMPACTED SELECTED

FILL BLANKET

BEDDING CRADLE OF

COMPACTED SELECTED

GRANULAR MATERIAL

uPVC SEWER PIPE

COMPACTED FILL TO 90%

MOD AASHTO

GROUND LEVEL

PIPE BEDDING DETAIL

1:20

(BEDDING TYPE C)

PIPE BEDDING DETAIL

1:20

(FOR FLEXIBLE PIPES)

PIPE PROTECTION DETAIL

1:20

(BEDDING TYPE C)

(ie. WHERE COVER TO PIPE IS LESS THAN 600

IN ROAD RESERVE, OR 300 IN SERVITUDES)

PIPE PROTECTION DETAIL

1:20

(FOR FLEXIBLE PIPES)

(ie. WHERE COVER TO PIPE IS LESS THAN 600

IN ROAD RESERVE, OR 300 IN SERVITUDES)

COMPACTED SELECTED

FILL BLANKET

BEDDING CRADLE OF

COMPACTED SELECTED

GRANULAR MATERIAL

uPVC SEWER PIPE

100mm THICK CLASS 20/19

CONCRETE SLAB CAST IN-SITU

MAIN FILL

600 MAX. IN ROAD

RESERVE

300 MAX. IN

SERVITUDES

REF 245 MESH

REINFORCING

PLAN F-F

1:20

NOTE: ANGLE OF PIPES TO BE

AS PER PLAN LAYOUT

100mm THICK CAST IN-SITU

CONCRETE SLAB CLASS 20/19

CAST IN 2m LENGTHS

BETWEEN CONSTRUCTION

JOINTS

600 MAX. IN ROAD

RESERVE

300 MAX. IN

SERVITUDES

REF 245 MESH
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FILL BLANKET

BEDDING CRADLE OF

COMPACTED SELECTED

GRANULAR MATERIAL

uPVC SEWER PIPE
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GROUND LEVEL

℄ CHAMBER

TYPICAL BEDDING JOINT POCKETS

1:20

CONCRETE ENCASEMENT DETAIL

1:20

DETAIL '1'

N.T.S.

JOINT SEALED

WITH 'EXPANDITE

BUTYL  300' WITH

ROOT INHIBITOR

OR  EQUIVALENT

250 PRECAST STARTER RING

TO REST DIRECTLY ON TOP OF

INLET PIPE

STEP IRONS AT 250 c/c

STAGGERED

1000Ø NB ROCLA PRECAST

MANHOLES

DETAIL '1'

1000

TYPICAL MANHOLE DETAIL

1:20

MASS CONCRETE

ENCASEMENT (15 Mpa)

GROUND LEVEL

NOTE : WHERE SLAB MEETS BUILDING

AND/OR EACH OTHER, NO

CHAMFERRING MUST BE

CONSTRUCTED

PRECAST CONCRETE

MANHOLE COVER TO

ENGINEERS APPROVAL

NOTE : WHERE SLAB MEETS BUILDING

AND/OR EACH OTHER, NO

CHAMFERRING MUST BE

CONSTRUCTED

PRECAST CONCRETE

MANHOLE COVER TO

ENGINEERS APPROVAL

110mm DIA INLET PIPE.

PIPE TO BE LAID AS PER

PIPE BEDDING DETAIL

SUCTION MANHOLE WITH

ACCESS LID

NGL

REINSTATE TOP SOIL

COMPACT EXCAVATED

MATERIAL TO 93% MOD AASHTO

IN LAYERS OF 150mm

ADMINISTRATION BUILDING

TYPICAL CONSERVANCY TANK DETAIL

1:20

LOCOMOTIVE SHED
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